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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Accessories
Brackets for installation on a 
base ​
PTC thermistor sensor, PTC 
resistor tripping relay ​
Special motors ​
Special mechanical seals ​
SC-HVAC, CC-HVAC control 
systems and switchgears ​
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Design
Glanded pump in in-line design with flange connection

Application
Pumping of heating water (acc. to VDI 2035), cold water 
and water/glycol mixtures without abrasive substances in 
heating, cold water and cooling systems.

Type key

Example IL 40/160-4/2
IL In-line pump
40 Nominal diameter DN of the pipe connec-

tion
160 Nominal impeller diameter
4 Rated motor power P2 in kW
2 Number of poles

Special features/product advantages
ƒƒ Reduced life cycle costs thanks to optimized ef-
ficiency

ƒƒ Standard condensate drainage holes in the motor 
housings

ƒƒ Can be used flexibly in air-conditioning and cool-
ing systems, with application benefits due to di-
rect draining of condensate via optimised lantern 
design (patented)

ƒƒ High standard of corrosion protection thanks to 
cataphoretic coating

ƒƒ High worldwide availability of standard motors 
(according to Wilo specifications) and standard 
mechanical seals

Technical data (series)

Minimum Efficiency Index (MEI) ≥ 0.4

Approved fluids (other fluids on request)

Heating water (in accordance with VDI 2035) •

Water-glycol mixtures (for 20-40 vol.% glycol 
and fluid temperature ≤ 40 °C) •

Cooling and cold water •

Heat transfer oil Special version at ad-
ditional charge

Permitted field of application

Standard version for operating pressure pmax
13 bar (up to +140 °C) / 
16 bar (up to +120 °C)

Special version for operating pressure pmax 25 bar

Temperature range at max. ambient tempera-
ture +40 °C

-20...+140 °C (depend-
ing on the fluid)

• = appropriate, - = not appropriate

Technical data (series)

Ambient temperature -15°C ... 40°C

Installation in closed buildings •

Outdoor installation Special version at ad-
ditional charge

Electrical connection

Mains connection 3~400 V, 50 Hz (others 
on request)

Motor/electronics

Integrated full motor protection
Special version with PTC 
thermistor sensor (KLF) 
at additional charge

Protection class IP 55

Insulation class F

Installation options

• = appropriate, - = not appropriate
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Technical data (series)

Pipe installation (≤ 15 kW motor power) •

Support-bracket mounting •

Materials

Pump housing EN-GJL-250

• = appropriate, - = not appropriate

Technical data (series)

Lantern EN-GJL-250

Impeller EN-GJL-200

Pump shaft 1.4122

Mechanical seal AQEGG

Other mechanical seals On request

• = appropriate, - = not appropriate
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)
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Scope of delivery
ƒƒ Pump
ƒƒ Installation and operating instructions

Options
ƒƒ ...-L1 variant with bronze impeller (at additional charge)
ƒƒ ...-H1 variant with housing made of spheroidal cast iron 
(at additional charge)

ƒƒ ...-P4 variant for maximum operating pressure of 25 bar 
(see Wilo price list)

ƒƒ Other voltages and frequencies as well as ATEX approval 
on request

Accessories
ƒƒ Mounting brackets for installation on a base
ƒƒ PTC thermistor sensor, PTC resistor tripping relay
ƒƒ Special motors
ƒƒ Special mechanical seals
ƒƒ SC-HVAC, CC-HVAC control systems and switchgears

Note
ƒƒ Motors with an energy efficiency class of IE3 for motors 
≥ 0.75 kW

General notes - ErP (ecological design-) directive
ƒƒ The benchmark for most efficient water pumps is MEI ≥ 
0.70

ƒƒ The efficiency of a pump with a trimmed impeller is 
usually lower than that of a pump with the full impeller 
diameter. The trimming of the impeller will adapt the 
pump to a fixed duty point, leading to reduced energy 
consumption. The minimum efficiency index (MEI) is 
based on the full impeller diameter.

ƒƒ The operation of this water pump with variable duty 
points may be more efficient and economic when con-
trolled, for example, by the use of a variable speed drive 
that matches the pump duty to the system.

ƒƒ Information on benchmark efficiency is available at 
www.europump.org/efficiencycharts

ƒƒ Pumps with power consumption > 150 kW or a volume 
flow QBEP < 6 m3/h are not subject to the Ecodesign 
Directive for water pumps. Therefore, no MEI value is 
shown.

​
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

L 2 L3

U1 V1 W1

W2 U2 V2

PEL 1L 2 L3

U1 V1 W1

W2 U2 V2

PEL 1

∆: Connection diagram delta connection
Y: Connection diagram star connection

Motor protection switch required on-site. Check the direction of rotation! To change the direction of 
rotation, exchange any two phases. 

P2≤ 3 kW 3~400 V Y
3~230 V ∆

P2≥ 4 kW 3~690 V Y
3~400 V ∆

After removing the bridges, Y-∆ start is possible.

Terminal diagram​

​

​
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 32/140-1,5/2 - 32/170-4/2 (2-pole, 50 Hz)

IL 32/150-2,2/2
IL 32/140-1,5/2

IL 32/170-3/2

IL 32/160-3/2
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Pump curves
CronoLine-IL 40/140-2,2/2 - 40/170-5,5/2 (2-pole, 50 Hz)
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Dimension drawing
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 b3 c e f Ø g l1 m o p q x m
​ mm ​ mm kg

32/140-1,5/2 320 100 112 124 144 120 132 68 193 449 155 M10 20 144 90 53

32/150-2,2/2 320 100 112 124 144 120 132 68 193 476 155 M10 20 144 90 56

32/160-2,2/2 320 100 112 124 144 120 132 68 193 476 155 M10 20 144 90 56

32/160-3/2 320 100 112 124 157 120 132 68 217 531 155 M10 20 157 90 59

32/170-3/2 320 100 112 124 157 120 132 68 217 531 155 M10 20 157 90 59

32/170-4/2 320 100 112 124 160 120 132 68 232 555 155 M10 20 160 90 67

40/140-2,2/2 340 82 113 129 144 130 149 58 193 490 170 M10 20 144 95 57

40/150-3/2 340 82 113 129 157 130 149 58 217 545 170 M10 20 157 95 61

40/160-4/2 340 82 113 129 160 130 149 58 232 569 170 M10 20 160 95 66

40/170-5,5/2 340 82 113 129 183 130 149 58 279 614 170 M10 20 183 95 86

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

32/140-1,5/2

32

16 (PN25 on 
request)

140 76 100

4 x 19

32/150-2,2/2

32/160-2,2/2

32/160-3/2

32/170-3/2

32/170-4/2

40/140-2,2/2

40 150 84 110
40/150-3/2

40/160-4/2

40/170-5,5/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

32/140-1,5/2 IE3 1.50 3.20 0.81 2900 82.3/84.2/84.2 2120862

32/150-2,2/2 IE3 2.20 4.50 0.81 2900 84.3/85.5/85.9 2120863

32/160-2,2/2 IE3 2.20 4.50 0.81 2900 84.3/85.5/85.9 2120864

32/160-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120865

32/170-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120866

32/170-4/2 IE3 4.00 7.75 0.83 2900 85.7/87.5/88.1 2120867

40/140-2,2/2 IE3 2.20 4.50 0.81 2900 84.3/85.5/85.9 2120868

40/150-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120869

40/160-4/2 IE3 4.00 7.75 0.83 2900 85.7/87.5/88.1 2120870

40/170-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120871

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120862&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120863&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120864&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120865&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120866&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120867&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120868&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120869&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120870&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120871&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 40/200-7,5/2 - 40/220-11/2 (2-pole, 50 Hz)
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IL 40/200-7,5/2

Ø 214

Ø 214

Ø 194

Ø 214

0 5 10 15 20 25 30 35 40 45

Q[l/s]0 5 10

H[m]

0

10

20

30

40

50

60

70

80

0

5

10

15

20

0 5 10 15 20 25 30 35 40 45

P2[kW]

0
2
4
6
8

10

Q[m³/h]

Q[m³/h]

Q[m³/h]

0 5 10 15 20 25 30 35 40 45

ηp[%]

0

20

40

60

Wilo-CronoLine-IL 40/220 -
Wilo-CronoLine-IL 40/200

N
PS

H
 [m

]

Qmin

Pump curves
CronoLine-IL 50/110-1,5/2 - 50/140-4/2 (2-pole, 50 Hz)
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Dimension drawing
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

40/200-7,5/2 440 110 145 149 - 180 172 78 279 619 190 M10 20 188 - 100 106

40/220-11/2 440 110 145 149 - 180 172 78 312 772 190 M10 20 250 - 100 154

50/110-1,5/2 340 105 102 119 144 140 130 40 193 437 150 M10 20 - 144 100 52

50/120-2,2/2 340 105 102 119 144 140 130 40 193 447 150 M10 20 - 144 100 55

50/130-3/2 340 105 102 119 157 140 130 40 217 491 150 M10 20 - 157 100 59

50/140-3/2 340 105 102 119 157 140 130 40 217 491 150 M10 20 - 157 100 59

50/140-4/2 340 105 102 119 160 140 130 40 232 523 150 M10 20 - 160 100 67

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

40/200-7,5/2
40

16 (PN25 on 
request)

150 84 110

4 x 19

40/220-11/2

50/110-1,5/2

50 165 99 125

50/120-2,2/2

50/130-3/2

50/140-3/2

50/140-4/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

40/200-7,5/2 IE3 7.50 13.30 0.90 2900 88.9/90.3/90.1 2120872

40/220-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120873

50/110-1,5/2 IE3 1.50 3.20 0.81 2900 82.3/84.2/84.2 2120874

50/120-2,2/2 IE3 2.20 4.50 0.81 2900 84.3/85.5/85.9 2120875

50/130-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120876

50/140-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120877

50/140-4/2 IE3 4.00 7.75 0.83 2900 85.7/87.5/88.1 2120878

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120872&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120873&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120874&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120875&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120876&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120877&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120878&lang=en&tab=fc_product_datasheet
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Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 50/160-5,5/2 - 50/170-7,5/2 (2-pole, 50 Hz)
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Pump curves
CronoLine-IL 50/180-7,5/2 - 50/220-15/2 (2-pole, 50 Hz)
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

50/160-5,5/2 340 103 120 138 183 164 143 48 279 621 170 M10 20 - 183 100 90

50/170-5,5/2 340 103 120 138 183 164 143 48 279 621 170 M10 20 - 183 100 90

50/170-7,5/2 340 103 120 138 183 164 143 48 279 621 170 M10 20 - 183 100 97

50/180-7,5/2 440 120 145 150 - 160 170 70 279 620 190 M10 20 188 - 100 106

50/210-11/2 440 120 145 150 - 160 170 70 312 773 190 M10 20 250 - 100 157

50/220-11/2 440 120 145 150 - 160 170 70 312 773 190 M10 20 250 - 100 157

50/220-15/2 440 120 145 150 - 160 170 70 312 773 190 M10 20 250 - 100 176

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

50/160-5,5/2

50 16 (PN25 on 
request) 165 99 125 4 x 19

50/170-5,5/2

50/170-7,5/2

50/180-7,5/2

50/210-11/2

50/220-11/2

50/220-15/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

50/160-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120879

50/170-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120880

50/170-7,5/2 IE3 7.50 13.30 0.90 2900 88.9/90.3/90.1 2120881

50/180-7,5/2 IE3 7.50 13.30 0.90 2900 88.9/90.3/90.1 2120882

50/210-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120883

50/220-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120884

50/220-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120885

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120879&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120880&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120881&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120882&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120883&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120884&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120885&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 50/250-18,5/2 - 50/270-30/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL 50/270 -
Wilo-CronoLine-IL 50/250

Qmin

Ø 264

Ø 264

Ø 249

Ø 264

IL 50/270-30/2

IL 50/250-22/2

IL 50/250-18,5/2

IL 50/270-22/2

Pump curves
CronoLine-IL 65/110-3/2 - 65/140-7,5/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

50/250-18,5/2 440 122 174 178 - 200 200 70 312 781 220 M10 20 250 - 120 201

50/250-22/2 440 122 174 178 - 200 200 70 349 843 220 M10 20 250 - 120 283

50/270-22/2 440 122 174 178 - 200 200 70 349 843 220 M10 20 250 - 120 283

50/270-30/2 440 122 174 178 - 200 200 70 356 909 220 M10 20 299 - 120 344

65/110-3/2 340 120 112 134 157 140 140 60 217 505 160 M12 20 - 157 110 62

65/120-3/2 340 120 112 134 157 140 140 60 217 505 160 M12 20 - 157 110 62

65/120-4/2 340 120 112 134 160 140 140 60 232 538 160 M12 20 - 160 110 70

65/130-4/2 340 120 112 134 160 140 140 60 232 538 160 M12 20 - 156 110 70

65/130-5,5/2 340 120 112 134 - 140 140 60 279 624 160 M12 20 188 - 110 87

65/140-5,5/2 340 120 112 134 - 140 140 60 279 624 160 M12 20 188 - 110 87

65/140-7,5/2 340 120 112 134 - 140 140 60 279 624 160 M12 20 188 - 110 94

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

50/250-18,5/2

50 16 165 99 125

4 x 19

50/250-22/2

50/270-22/2

50/270-30/2

65/110-3/2

65 16 (PN25 on 
request) 185 118 145

65/120-3/2

65/120-4/2

65/130-4/2

65/130-5,5/2

65/140-5,5/2

65/140-7,5/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

50/250-18,5/2 IE3 18.50 31.80 0.91 2900 90.9/92.0/92.4 2120886

50/250-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120887

50/270-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120888

50/270-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120889

65/110-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120890

65/120-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120891

65/120-4/2 IE3 4.00 7.75 0.83 2900 85.7/87.5/88.1 2120892

65/130-4/2 IE3 4.00 7.75 0.83 2900 85.7/87.5/88.1 2120893

65/130-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120894

65/140-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120895

65/140-7,5/2 IE3 7.50 13.30 0.90 2900 88.9/90.3/90.1 2120896

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120886&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120887&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120888&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120889&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120890&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120891&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120892&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120893&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120894&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120895&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120896&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 65/150-5,5/2 - 65/170-11/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL 65/170 -
Wilo-CronoLine-IL 65/150Qmin

IL 65/150-5,5/2

IL 65/170-11/2

IL 65/160-5,5/2
IL 65/160-7,5/2

Ø 168

Ø 168

Ø 168

Ø 134
Ø 151

Pump curves
CronoLine-IL 65/200-11/2 - 65/220-22/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL 65/220 -
Wilo-CronoLine-IL 65/200Qmin

IL 65/200-11/2
IL 65/210-18,5/2

IL 65/220-18,5/2
IL 65/220-22/2

IL 65/210-15/2

IL 65/200-15/2
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Dimension drawing
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

65/150-5,5/2 430 110 126 146 183 180 195 60 279 627 215 M12 20 - 183 120 96

65/160-5,5/2 430 110 126 146 183 180 195 60 279 627 215 M12 20 - 183 120 96

65/160-7,5/2 430 110 126 146 183 180 195 60 279 627 215 M12 20 - 183 120 103

65/170-11/2 430 110 126 146 - 180 195 60 312 788 215 M12 20 250 - 120 144

65/200-11/2 475 130 150 168 - 200 225 50 312 782 245 M12 20 250 - 110 164

65/200-15/2 475 130 150 168 - 200 225 50 312 782 245 M12 20 250 - 110 182

65/210-15/2 475 130 150 168 - 200 225 50 312 782 245 M12 20 250 - 110 182

65/210-18,5/2 475 130 150 168 - 200 225 50 312 782 245 M12 20 250 - 110 199

65/220-18,5/2 475 130 150 168 - 200 225 50 312 782 245 M12 20 250 - 110 198

65/220-22/2 475 130 150 168 - 200 225 50 349 844 245 M12 20 272 - 110 281

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

65/150-5,5/2

65 16 (PN25 on 
request) 185 118 145 4 x 19

65/160-5,5/2

65/160-7,5/2

65/170-11/2

65/200-11/2

65/200-15/2

65/210-15/2

65/210-18,5/2

65/220-18,5/2

65/220-22/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

65/150-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120897

65/160-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120898

65/160-7,5/2 IE3 7.50 13.30 0.90 2900 88.9/90.3/90.1 2120899

65/170-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120900

65/200-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120901

65/200-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120902

65/210-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120903

65/210-18,5/2 IE3 18.50 31.80 0.91 2900 90.9/92.0/92.4 2120904

65/220-18,5/2 IE3 18.50 31.80 0.91 2900 90.9/92.0/92.4 2120905

65/220-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120906

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120897&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120898&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120899&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120900&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120901&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120902&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120903&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120904&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120905&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120906&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 65/240-30/2 - 65/260-37/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL 65/260 -
Wilo-CronoLine-IL 65/240Qmin IL 65/260-30/2

IL 65/260-37/2
IL 65/240-30/2

Ø 251

Ø 251

Ø 251

Ø 233

Pump curves
CronoLine-IL 80/110-3/2 - 80/140-7,5/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL 80/140 -
Wilo-CronoLine-IL 80/110Qmin

IL 80/120-4/2

IL 80/130-5,5/2

IL 80/110-3/2

IL 80/140-7,5/2

Ø 134
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Ø 112

Dimension drawing

 

 

 

Ø18

Øg

Ød

Øk

ØD

50

p1

b3

b1
b2

l0

l1

50

c

a
x

60

10

p

II

III
II

e

DN

f

q

n 
x 

d
L

f e

m

3 x o

II pressure gauge connection R1/8; III venting R1/8



17

He
at

in
g,

 a
ir-

co
nd

iti
on

in
g,

 
co

ol
in

g

Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

65/240-30/2 475 140 174 187 - 200 215 80 356 913 235 M12 20 299 - 120 348

65/260-30/2 475 140 174 187 - 200 215 80 356 913 235 M12 20 299 - 120 348

65/260-37/2 475 140 174 187 - 200 215 80 356 983 235 M12 20 299 - 120 367

80/110-3/2 400 105 123 151 157 180 173 57 217 522 200 M12 20 - 157 120 70

80/120-4/2 400 105 123 151 156 180 173 57 232 555 200 M12 20 - 160 120 78

80/130-5,5/2 400 105 123 151 - 180 173 57 279 641 200 M12 20 188 - 120 95

80/140-7,5/2 400 105 123 151 - 180 173 57 279 641 200 M12 20 188 - 120 102

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

65/240-30/2

65 16 185 118 145 4 x 1965/260-30/2

65/260-37/2

80/110-3/2

80 16 (PN25 on 
request) 200 132 160 8 x 19

80/120-4/2

80/130-5,5/2

80/140-7,5/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

65/240-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120907

65/260-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120908

65/260-37/2 IE3 37.00 64.80 0.92 2900 92.0/93.2/93.7 2120909

80/110-3/2 IE3 3.00 6.15 0.79 2900 82.5/84.6/87.1 2120910

80/120-4/2 IE3 4.00 7.75 0.83 2900 85.7/87.5/88.1 2120911

80/130-5,5/2 IE3 5.50 9.90 0.90 2900 86.7/88.9/89.2 2120912

80/140-7,5/2 IE3 7.50 13.30 0.90 2900 88.9/90.3/90.1 2120913

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120907&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120908&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120909&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120910&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120911&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120912&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120913&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 80/150-7,5/2 - 80/170-15/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL 80/170 -
Wilo-CronoLine-IL 80/150Qmin

IL 80/170-11/2
IL 80/170-15/2IL 80/160-11/2

IL 80/150-7,5/2

Ø 172

Ø 172

Ø 172

Ø 155
Ø 140

Pump curves
CronoLine-IL 80/190-15/2 - 80/220-30/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL 80/220 -
Wilo-CronoLine-IL 80/190Qmin

IL 80/190-18,5/2

IL 80/190-15/2 IL 80/200-22/2

IL 80/200-18,5/2

 IL 80/220-22/2
IL 80/220-30/2

IL 80/210-30/2

Ø 221

Ø 221
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

80/150-7,5/2 440 120 136 162 183 180 173 72 279 625 200 M12 20 - 183 120 110

80/160-11/2 440 120 136 162 - 180 173 72 312 786 200 M12 20 250 - 120 151

80/170-11/2 440 120 136 162 - 180 173 72 312 786 200 M12 20 250 - 120 151

80/170-15/2 440 120 136 162 - 180 173 72 312 786 200 M12 20 250 - 120 169

80/190-15/2 500 145 157 182 - 220 208 62 312 790 230 M12 20 250 - 120 188

80/190-18,5/2 500 145 157 182 - 220 208 62 312 790 230 M12 20 250 - 120 204

80/200-18,5/2 500 145 157 182 - 220 208 62 312 790 230 M12 20 250 - 120 204

80/200-22/2 500 145 157 182 - 220 208 62 349 852 230 M12 20 272 - 120 287

80/210-30/2 500 145 157 182 - 220 208 62 356 901 230 M12 20 299 - 120 341

80/220-22/2 500 145 157 182 - 220 208 62 349 852 230 M12 20 272 - 120 290

80/220-30/2 500 145 157 182 - 220 208 62 356 901 230 M12 20 299 - 120 341

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

80/150-7,5/2

80 16 (PN25 on 
request) 200 132 160 8 x 19

80/160-11/2

80/170-11/2

80/170-15/2

80/190-15/2

80/190-18,5/2

80/200-18,5/2

80/200-22/2

80/210-30/2

80/220-22/2

80/220-30/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

80/150-7,5/2 IE3 7.50 13.30 0.90 2900 88.9/90.3/90.1 2120914

80/160-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120915

80/170-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120916

80/170-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120917

80/190-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120918

80/190-18,5/2 IE3 18.50 31.80 0.91 2900 90.9/92.0/92.4 2120919

80/200-18,5/2 IE3 18.50 31.80 0.91 2900 90.9/92.0/92.4 2120920

80/200-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120921

80/210-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120922

80/220-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120923

80/220-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120924

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120914&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120915&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120916&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120917&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120918&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120919&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120920&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120921&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120922&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120923&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120924&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 100/145-11/2 - 100/170-30/2 (2-pole, 50 Hz)
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Pump curves
CronoLine-IL 100/190-30/2 - 100/210-37/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

100/145-11/2 500 120 159 197 200 226 60 312 821 250 M12 20 250 135 169

100/150-15/2 500 120 159 197 200 226 60 312 821 250 M12 20 250 135 187

100/160-15/2 500 120 159 197 200 226 60 312 821 250 M12 20 250 135 187

100/160-18,5/2 500 120 159 197 200 226 60 312 821 250 M12 20 250 135 203

100/165-22/2 500 120 159 197 200 226 60 349 883 250 M12 20 272 135 256

100/170-22/2 500 120 159 197 200 226 60 349 883 250 M12 20 272 135 256

100/170-30/2 500 120 159 197 200 226 60 356 932 250 M12 20 299 135 337

100/190-30/2 550 155 173 202 220 231 99 356 911 255 M12 20 299 120 355

100/210-30/2 550 155 173 202 220 231 99 356 911 255 M12 20 299 120 355

100/210-37/2 550 155 173 202 220 231 99 356 981 255 M12 20 299 120 374

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

100/145-11/2 IE3 11.00 20.50 0.85 2900 89.4/91.0/91.2 2120925

100/150-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120926

100/160-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120927

100/160-18,5/2 IE3 18.50 31.80 0.91 2900 90.9/92.0/92.4 2120928

100/165-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120929

100/170-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120930

100/170-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120931

100/190-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120932

100/210-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120933

100/210-37/2 IE3 37.00 64.80 0.92 2900 92.0/93.2/93.7 2120934

Observe motor name plate data

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

100/145-11/2

100 16 220 156 180 8 x 19

100/150-15/2

100/160-15/2

100/160-18,5/2

100/165-22/2

100/170-22/2

100/170-30/2

100/190-30/2

100/210-30/2

100/210-37/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120925&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120926&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120927&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120928&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120929&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120930&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120931&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120932&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120933&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120934&lang=en&tab=fc_product_datasheet


22

Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 125/145-15/2 - 125/170-37/2 (2-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (2-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 c e f Ø g l1 m o p p1 m
​ mm ​ mm kg

125/145-15/2 620 175 182 226 240 285 65 312 807 310 M16 25 250 209

125/150-18,5/2 620 175 182 226 240 285 65 312 807 310 M16 25 250 225

125/160-22/2 620 175 182 226 240 285 65 349 869 310 M16 25 272 307

125/165-30/2 620 175 182 226 240 285 65 356 918 310 M16 25 299 359

125/170-37/2 620 175 182 226 240 285 65 356 988 310 M16 25 299 378

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

125/145-15/2

125 16 250 184 210 8 x 19

125/150-18,5/2

125/160-22/2

125/165-30/2

125/170-37/2

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (2-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

125/145-15/2 IE3 15.00 26.80 0.88 2900 90.4/92.1/91.9 2120935

125/150-18,5/2 IE3 18.50 31.80 0.91 2900 90.9/92.0/92.4 2120936

125/160-22/2 IE3 22.00 38.00 0.90 2900 91.7/92.9/92.7 2120937

125/165-30/2 IE3 30.00 55.00 0.86 2900 91.8/93.0/93.3 2120938

125/170-37/2 IE3 37.00 64.80 0.92 2900 92.0/93.2/93.7 2120939

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120935&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120936&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120937&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120938&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120939&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 32/140-0,25/4 - 32/170-0,55/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 40/140-0,25/4 - 40/170-0,75/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 b3 c e f Ø g l1 m o p q x m
​ mm ​ mm kg

32/140-0,25/4 320 100 112 124 110 120 132 68 164 388 155 M10 20 110 90 36

32/150-0,37/4 320 100 112 124 110 120 132 68 164 388 155 M10 20 110 90 36

32/170-0,55/4 320 100 112 124 123 120 132 68 185 423 155 M10 20 123 90 40

40/140-0,25/4 340 82 113 129 110 130 149 58 164 402 170 M10 20 110 95 38

40/150-0,37/4 340 82 113 129 110 130 149 58 164 402 170 M10 20 110 95 38

40/160-0,55/4 340 82 113 129 123 130 149 58 185 437 170 M10 20 123 95 42

40/170-0,75/4 340 82 113 129 123 130 149 58 185 451 170 M10 20 123 95 45

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

32/140-0,25/4

32

16 (PN25 on 
request)

140 76 100

4 x 19

32/150-0,37/4

32/170-0,55/4

40/140-0,25/4

40 150 84 110
40/150-0,37/4

40/160-0,55/4

40/170-0,75/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

32/140-0,25/4 IE2 0.25 0.69 0.70 1450 68.0/72.9/74.0 2063574

32/150-0,37/4 IE2 0.37 1.06 0.71 1450 69.5/73.2/76.1 2088307

32/170-0,55/4 IE2 0.55 1.40 0.66 1450 75.4/78.5/78.1 2088306

40/140-0,25/4 IE2 0.25 0.69 0.70 1450 68.0/72.9/74.0 2088320

40/150-0,37/4 IE2 0.37 1.06 0.71 1450 69.5/73.2/76.1 2088318

40/160-0,55/4 IE2 0.55 1.40 0.66 1450 75.4/78.5/78.1 2088316

40/170-0,75/4 IE3 0.75 1.80 0.73 1450 77.7/81.8/82.5 2120750

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2063574&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2088307&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2088306&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2088320&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2088318&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2088316&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120750&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 40/210-1,1/4 - 40/220-1,5/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 50/150-0,55/4 - 50/170-1,1/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

40/210-1,1/4 440 110 145 149 - 180 172 78 193 457 190 M10 20 151 - 100 62

40/220-1,5/4 440 110 145 149 - 180 172 78 193 484 190 M10 20 151 - 100 64

50/150-0,55/4 340 103 120 138 123 164 143 48 185 443 170 M10 20 - 123 100 47

50/160-0,75/4 340 103 120 138 123 164 143 48 185 443 170 M10 20 - 123 100 50

50/170-1,1/4 340 103 120 138 144 164 143 48 193 467 170 M10 20 - 144 100 58

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

40/210-1,1/4
40

16 (PN25 on 
request)

150 84 110

4 x 19

40/220-1,5/4

50/150-0,55/4

50 165 99 12550/160-0,75/4

50/170-1,1/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

40/210-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2120751

40/220-1,5/4 IE3 1.50 3.60 0.71 1450 81.3/83.4/85.3 2120752

50/150-0,55/4 IE2 0.55 1.40 0.66 1450 75.4/78.5/78.1 2088339

50/160-0,75/4 IE3 0.75 1.80 0.73 1450 77.7/81.8/82.5 2120753

50/170-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2120754

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120751&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120752&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2088339&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120753&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120754&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 50/200-1,5/4 - 50/220-2,2/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 50/260-3/4 - 50/270-4/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

50/200-1,5/4 440 120 145 150 160 170 70 193 456 190 M10 20 151 100 70

50/220-2,2/4 440 120 145 150 160 170 70 217 517 190 M10 20 160 100 79

50/260-3/4 440 122 174 178 200 200 70 220 540 220 M10 20 168 120 94

50/270-3/4 440 122 174 178 200 200 70 220 540 220 M10 20 168 120 94

50/270-4/4 440 122 174 178 200 200 70 246 645 220 M10 20 188 120 101

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

50/200-1,5/4

50

16 (PN25 on 
request)

165 99 125 4 x 19

50/220-2,2/4

50/260-3/4

16 50/270-3/4

50/270-4/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

50/200-1,5/4 IE3 1.50 3.60 0.71 1450 81.3/83.4/85.3 2120755

50/220-2,2/4 IE3 2.20 4.90 0.78 1450 82.0/84.4/86.7 2120756

50/260-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120757

50/270-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120758

50/270-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120759

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120755&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120756&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120757&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120758&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120759&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 65/120-0,55/4 - 65/140-1,1/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 b3 c e f Ø g l1 m o p q x m
​ mm ​ mm kg

65/120-0,55/4 340 120 112 134 123 140 140 60 185 440 160 M12 20 123 110 42

65/130-0,75/4 340 120 112 134 123 140 140 60 185 440 160 M12 20 123 110 46

65/140-1,1/4 340 120 112 134 144 140 140 60 193 464 160 M12 20 144 110 54

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

65/120-0,55/4

65 16 (PN25 on 
request) 185 118 145 4 x 1965/130-0,75/4

65/140-1,1/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

65/120-0,55/4 IE2 0.55 1.40 0.66 1450 75.4/78.5/78.1 2139459

65/130-0,75/4 IE3 0.75 1.80 0.73 1450 77.7/81.8/82.5 2142041

65/140-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2142042

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2139459&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142041&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142042&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 65/150-0,75/4 - 65/170-1,5/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 65/210-2,2/4 - 65/220-3/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

65/150-0,75/4 430 110 126 146 123 180 195 60 185 449 215 M12 20 - 123 120 55

65/160-1,1/4 430 110 126 146 144 180 195 60 193 473 215 M12 20 - 144 120 63

65/170-1,1/4 430 110 126 146 144 180 195 60 193 473 215 M12 20 - 144 120 63

65/170-1,5/4 430 110 126 146 144 180 195 60 193 473 215 M12 20 - 144 120 65

65/210-2,2/4 475 130 150 168 - 200 225 50 217 526 245 M12 20 160 - 110 83

65/220-2,2/4 475 130 150 168 - 200 225 50 217 526 245 M12 20 160 - 110 83

65/220-3/4 475 130 150 168 - 200 225 50 220 523 245 M12 20 168 - 110 91

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

65/150-0,75/4

65 16 (PN25 on 
request) 185 118 145 4 x 19

65/160-1,1/4

65/170-1,1/4

65/170-1,5/4

65/210-2,2/4

65/220-2,2/4

65/220-3/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

65/150-0,75/4 IE3 0.75 1.80 0.73 1450 77.7/81.8/82.5 2120760

65/160-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2120761

65/170-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2120762

65/170-1,5/4 IE3 1.50 3.60 0.71 1450 81.3/83.4/85.3 2120763

65/210-2,2/4 IE3 2.20 4.90 0.78 1450 82.0/84.4/86.7 2120764

65/220-2,2/4 IE3 2.20 4.90 0.78 1450 82.0/84.4/86.7 2120765

65/220-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120766

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120760&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120761&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120762&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120763&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120764&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120765&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120766&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 65/250-3/4 - 65/270-5,5/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 80/145-1,1/4 - 80/170-2,2/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

65/250-3/4 475 140 174 187 - 200 215 80 220 606 235 M12 20 168 - 120 97

65/250-4/4 475 140 174 187 - 200 215 80 246 649 235 M12 20 188 - 120 104

65/270-4/4 475 140 174 187 - 200 215 80 246 649 235 M12 20 188 - 120 104

65/270-5,5/4 475 140 174 187 - 200 215 80 279 650 235 M12 20 188 - 120 141

80/145-1,1/4 440 120 136 162 144 180 173 72 193 471 200 M12 20 - 144 120 71

80/150-1,1/4 440 120 136 162 144 180 173 72 193 471 200 M12 20 - 144 120 71

80/160-1,5/4 440 120 136 162 144 180 173 72 193 471 200 M12 20 - 144 120 73

80/170-2,2/4 440 120 136 162 150 180 173 72 217 532 200 M12 20 - 150 120 83

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

65/250-3/4

65 16 185 118 145 4 x 19
65/250-4/4

65/270-4/4

65/270-5,5/4

80/145-1,1/4

80 16 (PN25 on 
request) 200 132 160 8 x 19

80/150-1,1/4

80/160-1,5/4

80/170-2,2/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

65/250-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120767

65/250-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120768

65/270-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120769

65/270-5,5/4 IE3 5.50 11.10 0.79 1450 86.8/89.0/89.6 2120770

80/145-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2120771

80/150-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2120772

80/160-1,5/4 IE3 1.50 3.60 0.71 1450 81.3/83.4/85.3 2120773

80/170-2,2/4 IE3 2.20 4.90 0.78 1450 82.0/84.4/86.7 2120774

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120767&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120768&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120769&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120770&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120771&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120772&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120773&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120774&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 80/210-3/4 - 80/220-4/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 80/270-5,5/4 (4-pole, 50 Hz)
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

80/210-3/4 500 145 157 182 220 208 62 220 531 230 M12 20 168 120 98

80/220-4/4 500 145 157 182 220 208 62 246 636 230 M12 20 188 120 105

80/270-5,5/4 500 125 180 202 240 223 102 279 637 245 M12 20 188 115 110

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

80/210-3/4

80
16 (PN25 on 
request) 200 132 160 8 x 1980/220-4/4

80/270-5,5/4 16 

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

80/210-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120775

80/220-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120776

80/270-5,5/4 IE3 5.50 11.10 0.79 1450 86.8/89.0/89.6 2120777

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120775&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120776&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120777&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 100/145-1,1/4 - 100/170-3/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 100/200-3/4 - 100/220-5,5/4 (4-pole, 50 Hz)
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Dimension drawing
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 b3 c e f Ø g l1 m o p p1 q x m
​ mm ​ mm kg

100/145-1,1/4 500 120 159 197 144 200 226 60 193 506 250 M12 20 - 144 135 84

100/150-1,5/4 500 120 159 197 144 200 226 60 193 506 250 M12 20 - 144 135 86

100/160-2,2/4 500 120 159 197 150 200 226 60 217 566 250 M12 20 - 150 135 93

100/170-2,2/4 500 120 159 197 150 200 226 60 217 566 250 M12 20 - 150 135 93

100/170-3/4 500 120 159 197 155 200 226 60 220 563 250 M12 20 - 155 135 104

100/200-3/4 550 155 173 202 - 220 231 99 220 541 255 M12 20 168 - 120 111

100/200-4/4 550 155 173 202 - 220 231 99 246 646 255 M12 20 188 - 120 118

100/220-4/4 550 155 173 202 - 220 231 99 246 646 255 M12 20 188 - 120 118

100/220-5,5/4 550 155 173 202 - 220 231 99 279 647 255 M12 20 188 - 120 156

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

100/145-1,1/4

100 16 220 156 180 8 x 19

100/150-1,5/4

100/160-2,2/4

100/170-2,2/4

100/170-3/4

100/200-3/4

100/200-4/4

100/220-4/4

100/220-5,5/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

100/145-1,1/4 IE3 1.10 2.30 0.82 1450 80.1/83.5/84.1 2120778

100/150-1,5/4 IE3 1.50 3.60 0.71 1450 81.3/83.4/85.3 2120779

100/160-2,2/4 IE3 2.20 4.90 0.78 1450 82.0/84.4/86.7 2120780

100/170-2,2/4 IE3 2.20 4.90 0.78 1450 82.0/84.4/86.7 2120781

100/170-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120782

100/200-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120783

100/200-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120784

100/220-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120785

100/220-5,5/4 IE3 5.50 11.10 0.79 1450 86.8/89.0/89.6 2120786

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120778&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120779&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120780&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120781&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120782&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120783&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120784&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120785&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120786&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 100/250-5,5/4 - 100/270-11/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 100/350-11/4 - 100/400-45/4 (4-pole, 50 Hz)
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Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

100/250-5,5/4 550 180 188 214 240 236 114 279 647 260 M12 20 188 120 168

100/250-7,5/4 550 180 188 214 240 236 114 312 698 260 M12 20 250 120 178

100/260-7,5/4 550 180 188 214 240 236 114 312 698 260 M12 20 250 120 178

100/260-11/4 550 180 188 214 240 236 114 312 753 260 M12 20 250 120 205

100/270-11/4 550 180 188 214 240 236 114 312 753 260 M12 20 250 120 205

100/350-11/4 760 185 278 294 284 319 142 312 781 355 M12 20 250 160 351

100/350-15/4 760 185 278 294 284 319 142 312 828 355 M12 20 250 160 373

100/360-15/4 760 185 278 294 284 319 142 312 828 355 M12 20 250 160 373

100/360-18,5/4 760 185 278 294 284 319 142 349 890 355 M12 20 272 160 403

100/370-18,5/4 760 185 278 294 284 319 142 349 890 355 M12 20 272 160 403

100/370-22/4 760 185 278 294 284 319 142 349 890 355 M12 20 272 160 454

100/380-22/4 760 185 278 294 284 319 142 349 890 355 M12 20 272 160 454

100/380-30/4 760 185 278 294 284 319 142 356 953 355 M12 20 299 160 516

100/390-30/4 760 185 278 294 284 319 142 356 953 355 M12 20 299 160 516

100/390-37/4 760 185 278 294 284 319 142 456 1130 355 M12 20 299 160 585

100/400-37/4 760 185 278 294 284 319 142 456 1130 355 M12 20 299 160 585

100/400-45/4 760 185 278 294 284 319 142 456 1190 355 M12 20 299 160 620

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

100/250.. - 100/400.. 100 16 220 156 180 8 x 19

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

100/250-5,5/4 IE3 5.50 11.10 0.79 1450 86.8/89.0/89.6 2120787

100/250-7,5/4 IE3 7.50 14.90 0.81 1450 87.4/89.3/90.4 2120788

100/260-7,5/4 IE3 7.50 14.90 0.81 1450 87.4/89.3/90.4 2120789

100/260-11/4 IE3 11.00 22.00 0.80 1450 90.1/91.6/91.4 2120790

100/270-11/4 IE3 11.00 22.00 0.80 1450 90.1/91.6/91.4 2120791

100/350-11/4 IE3 11.00 22.50 0.79 1450 88.2/89.7/89.8 2160880

100/350-15/4 IE3 15.00 28.80 0.83 1450 89.5/90.5/90.6 2151501

100/360-15/4 IE3 15.00 28.80 0.83 1450 89.5/90.5/90.6 2160879

100/360-18,5/4 IE3 18.50 37.30 0.80 1450 90.2/91.1/91.2 2151500

100/370-18,5/4 IE3 18.50 37.30 0.80 1450 90.2/91.1/91.2 2160878

100/370-22/4 IE3 22.00 41.10 0.85 1450 90.6/91.5/91.6 2151499

100/380-22/4 IE3 22.00 41.10 0.85 1450 90.6/91.5/91.6 2160877

100/380-30/4 IE3 30.00 55.70 0.85 1450 91.1/92.1/92.3 2151498

100/390-30/4 IE3 30.00 55.70 0.85 1450 91.1/92.1/92.3 2160876

100/390-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.6/93.9 2151497

100/400-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.6/93.9 2160875

100/400-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2151496

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120787&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120788&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120789&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120790&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120791&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160880&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151501&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160879&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151500&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160878&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151499&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160877&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151498&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160876&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151497&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160875&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151496&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 125/145-1,5/4 - 125/170-4/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 125/190-4/4 - 125/220-7,5/4 (4-pole, 50 Hz)
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Dimension drawing
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

125/145-1,5/4 620 175 182 226 240 285 65 193 492 310 M16 25 151 120 107

125/150-2,2/4 620 175 182 226 240 285 65 217 553 310 M16 25 160 120 117

125/160-3/4 620 175 182 226 240 285 65 220 550 310 M16 25 168 120 125

125/170-4/4 620 175 182 226 240 285 65 246 655 310 M16 25 188 120 132

125/190-4/4 620 175 177 212 280 266 54 246 658 280 M16 25 188 120 132

125/210-5,5/4 620 175 177 212 280 266 54 279 659 280 M16 25 188 120 170

125/220-5,5/4 620 175 177 212 280 266 54 279 659 280 M16 25 188 120 170

125/220-7,5/4 620 175 177 212 280 266 54 312 710 280 M16 25 250 120 182

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

125/145-1,5/4

125 16 250 184 210 8 x 19

125/150-2,2/4

125/160-3/4

125/170-4/4

125/190-4/4

125/210-5,5/4

125/220-5,5/4

125/220-7,5/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

125/145-1,5/4 IE3 1.50 3.60 0.71 1450 81.3/83.4/85.3 2120792

125/150-2,2/4 IE3 2.20 4.90 0.78 1450 82.0/84.4/86.7 2120793

125/160-3/4 IE3 3.00 6.50 0.76 1450 85.9/87.9/87.7 2120794

125/170-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120795

125/190-4/4 IE3 4.00 8.20 0.79 1450 85.8/87.6/88.6 2120796

125/210-5,5/4 IE3 5.50 11.10 0.79 1450 86.8/89.0/89.6 2120797

125/220-5,5/4 IE3 5.50 11.10 0.79 1450 86.8/89.0/89.6 2120798

125/220-7,5/4 IE3 7.50 14.90 0.81 1450 87.4/89.3/90.4 2120799

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120792&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120793&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120794&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120795&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120796&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120797&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120798&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120799&lang=en&tab=fc_product_datasheet


44

Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 125/250-11/4 - 125/270-15/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 125/300-15/4 - 125/340-30/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

125/250-11/4 620 200 232 264 250 254 125 312 766 280 M16 25 250 130 230

125/270-11/4 620 200 232 264 250 254 125 312 766 280 M16 25 250 130 230

125/270-15/4 620 200 232 264 250 254 125 312 813 280 M16 25 250 130 252

125/300-15/4 700 185 238 270 280 315 140 312 839 340 M16 25 250 140 284

125/300-18,5/4 700 185 238 270 280 315 140 349 901 340 M16 25 272 140 314

125/320-18,5/4 700 185 238 270 280 315 140 349 901 340 M16 25 272 140 315

125/320-22/4 700 185 238 270 280 315 140 349 901 340 M16 25 272 140 366

125/340-22/4 700 185 238 270 280 315 140 349 901 340 M16 25 272 140 366

125/340-30/4 700 185 238 270 280 315 140 356 964 340 M16 25 299 140 429

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

125/250-11/4

125 16 250 184 210 8 x 19

125/270-11/4

125/270-15/4

125/300-15/4

125/300-18,5/4

125/320-18,5/4

125/320-22/4

125/340-22/4

125/340-30/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

125/250-11/4 IE3 11.00 22.00 0.80 1450 90.1/91.6/91.4 2120800

125/270-11/4 IE3 11.00 22.00 0.80 1450 90.1/91.6/91.4 2120801

125/270-15/4 IE3 15.00 29.80 0.81 1450 90.7/91.7/92.1 2120802

125/300-15/4 IE3 15.00 29.80 0.81 1450 90.7/91.7/92.1 2120803

125/300-18,5/4 IE3 18.50 34.30 0.83 1450 91.7/92.5/92.6 2120804

125/320-18,5/4 IE3 18.50 34.30 0.83 1450 91.7/92.5/92.6 2120805

125/320-22/4 IE3 22.00 40.20 0.85 1450 92.0/93.0/93.0 2120806

125/340-22/4 IE3 22.00 40.20 0.85 1450 92.0/93.0/93.0 2120807

125/340-30/4 IE3 30.00 55.50 0.86 1450 92.2/93.0/93.6 2120808

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120800&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120801&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120802&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120803&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120804&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120805&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120806&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120807&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120808&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 125/380-30/4 - 125/400-55/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 150/190-5,5/4 - 150/220-11/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights 
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

125/380-30/4 860 215 276 286 284 329 142 356 966 355 M16 32 299 160 507

125/380-37/4 860 215 276 286 284 329 142 456 1142 355 M16 32 299 160 575

125/390-37/4 860 215 276 286 284 329 142 456 1142 355 M16 32 299 160 575

125/390-45/4 860 215 276 286 284 329 142 456 1202 355 M16 32 299 160 610

125/400-45/4 860 215 276 286 284 329 142 456 1202 355 M16 32 299 160 610

125/400-55/4 860 215 276 286 284 329 142 522 1237 355 M16 32 365 160 858

150/190-5,5/4 700 200 202 249 260 284 116 279 672 310 M16 25 188 130 202

150/200-7,5/4 700 200 202 249 260 284 116 312 723 310 M16 25 250 130 212

150/220-11/4 700 200 202 249 260 284 116 312 778 310 M16 25 250 130 238

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

125/380-30/4

125

16 

250 184 210 8 x 19

125/380-37/4

125/390-37/4

125/390-45/4

125/400-45/4

125/400-55/4

150/190-5,5/4

150 285 211 240 8 x 23150/200-7,5/4

150/220-11/4

Wilo-CronoLine-IL... Motor effi-
ciency level

Rated power Rated current 
(approx.)

Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

125/380-30/4 IE3 30.00 55.70 0.85 1450 91.1/92.1/92.3 2169767

125/380-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.6/93.9 2160655

125/390-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.6/93.9 2169766

125/390-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2160654

125/400-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2169765

125/400-55/4 IE3 55.00 97.50 0.86 1450 92.0/93.6/94.6 2160653

150/190-5,5/4 IE3 5.50 11.10 0.79 1450 86.8/89.0/89.6 2120809

150/200-7,5/4 IE3 7.50 14.90 0.81 1450 87.4/89.3/90.4 2120810

150/220-11/4 IE3 11.00 22.00 0.80 1450 90.1/91.6/91.4 2120811

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169767&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160655&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169766&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160654&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169765&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160653&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120809&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120810&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120811&lang=en&tab=fc_product_datasheet
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 150/250-15/4 - 150/270-22/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 150/305-30/4 - 150/335-45/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

150/250-15/4 700 230 278 320 288 304 146 312 844 330 M16 25 250 135 313

150/260-15/4 700 230 278 320 288 304 146 312 844 330 M16 25 250 135 313

150/260-18,5/4 700 230 278 320 288 304 146 349 906 330 M16 25 272 135 343

150/270-18,5/4 700 230 278 320 288 304 146 349 906 330 M16 25 272 135 343

150/270-22/4 700 230 278 320 288 304 146 349 906 330 M16 25 272 135 394

150/305-30/4 770 230 300 337 300 359 135 356 977 385 M16 25 299 120 482

150/325-30/4 770 230 300 337 300 359 135 356 977 385 M16 25 299 120 482

150/325-37/4 770 230 300 337 300 359 135 456 1053 385 M16 25 299 150 520

150/335-37/4 770 230 300 337 300 359 135 456 1053 385 M16 25 299 150 520

150/335-45/4 770 230 300 337 300 359 135 456 1113 385 M16 25 299 150 555

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

150/250-15/4

150 16 285 211 240 8 x 23

150/260-15/4

150/260-18,5/4

150/270-18,5/4

150/270-22/4

150/305-30/4

150/325-30/4

150/325-37/4

150/335-37/4

150/335-45/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

150/250-15/4 IE3 15.00 29.80 0.81 1450 90.7/91.7/92.1 2120812

150/260-15/4 IE3 15.00 29.80 0.81 1450 90.7/91.7/92.1 2120813

150/260-18,5/4 IE3 18.50 34.30 0.83 1450 91.7/92.5/92.6 2120814

150/270-18,5/4 IE3 18.50 34.30 0.83 1450 91.7/92.5/92.6 2120815

150/270-22/4 IE3 22.00 40.20 0.85 1450 92.0/93.0/93.0 2120816

150/305-30/4 IE3 30.00 55.50 0.86 1450 92.2/93.0/93.6 2142043

150/325-30/4 IE3 30.00 55.50 0.86 1450 92.2/93.0/93.6 2142044

150/325-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.8/93.9 2142045

150/335-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.8/93.9 2142046

150/335-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2142047

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120812&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120813&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120814&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120815&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120816&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142043&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142044&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142045&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142046&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142047&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 150/360-30/4 - 150/400-90/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 200/230-11/4 - 200/270-30/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

150/360-30/4 940 215 285 309 284 374 142 356 964 400 M16 32 299 160 519

150/360-37/4 940 215 285 309 284 374 142 456 1140 400 M16 32 299 160 587

150/370-37/4 940 215 285 309 284 374 142 456 1140 400 M16 32 299 160 587

150/370-45/4 940 215 285 309 284 374 142 456 1200 400 M16 32 299 160 622

150/380-45/4 940 215 285 309 284 374 142 456 1200 400 M16 32 299 160 622

150/380-55/4 940 215 285 309 284 374 142 522 1235 400 M16 32 365 160 881

150/390-55/4 940 215 285 309 284 374 142 522 1235 400 M16 32 365 160 881

150/390-75/4 940 215 285 309 284 374 142 527 1367 400 M16 32 435 160 977

150/400-75/4 940 215 285 309 284 374 142 527 1367 400 M16 32 435 160 977

150/400-90/4 940 215 285 309 284 374 142 527 1367 400 M16 32 435 160 1005

200/230-11/4 800 245 281 362 330 270 165 312 822 370 M16 25 250 140 352

200/240-15/4 800 245 281 362 330 270 165 312 869 370 M16 25 250 140 374

200/250-18,5/4 800 245 281 362 330 270 165 349 931 370 M16 25 272 140 405

200/260-22/4 800 245 281 362 330 270 165 349 931 370 M16 25 272 140 456

200/265-22/4 800 245 281 362 330 270 165 349 931 370 M16 25 272 140 456

200/265-30/4 800 245 281 362 330 270 165 356 994 370 M16 25 299 140 518

200/270-30/4 800 245 281 362 330 270 165 356 994 370 M16 25 299 140 518

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

150/360... - 150/400... 150
16 

285 211 240 8 x 23

200/230... - 200/270... 200 340 266 295 12 x 23

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

150/360-30/4 IE3 30.00 55.70 0.85 1450 91.1/92.1/92.3 2169772

150/360-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.6/93.9 2160663

150/370-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.6/93.9 2169771

150/370-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2160662

150/380-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2169770

150/380-55/4 IE3 55.00 97.50 0.86 1450 92.0/93.6/94.6 2160661

150/390-55/4 IE3 55.00 97.50 0.86 1450 92.0/93.6/94.6 2169769

150/390-75/4 IE3 75.00 134.10 0.86 1450 94.0/94.8/95.0 2160660

150/400-75/4 IE3 75.00 134.10 0.86 1450 94.0/94.8/95.0 2169768

150/400-90/4 IE3 90.00 163.60 0.84 1450 93.9/95.0/95.2 2160659

200/230-11/4 IE3 11.00 22.00 0.80 1450 90.1/91.6/91.4 2120827

200/240-15/4 IE3 15.00 29.80 0.81 1450 90.7/91.7/92.1 2120828

200/250-18,5/4 IE3 18.50 34.30 0.83 1450 91.7/92.5/92.6 2120829

200/260-22/4 IE3 22.00 40.20 0.85 1450 92.0/93.0/93.0 2120830

200/265-22/4 IE3 22.00 40.20 0.85 1450 92.0/93.0/93.0 2120831

200/265-30/4 IE3 30.00 55.50 0.86 1450 92.2/93.0/93.6 2120832

200/270-30/4 IE3 30.00 55.50 0.86 1450 92.2/93.0/93.6 2120833

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169772&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160663&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169771&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160662&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169770&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160661&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169769&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160660&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2169768&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2160659&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120827&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120828&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120829&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120830&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120831&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120832&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120833&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 200/300-37/4 - 200/345-55/4 (4-pole, 50 Hz)

Ø 344
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Pump curves
CronoLine-IL 200/360-37/4 - 200/400-110/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

200/300-37/4 820 245 322 370 360 380 170 456 1078 410 M16 25 299 150 595

200/315-37/4 820 245 322 370 360 380 170 456 1078 410 M16 25 299 150 595

200/335-37/4 820 245 322 370 360 380 170 456 1078 410 M16 25 299 150 595

200/335-45/4 820 245 322 370 360 380 170 456 1138 410 M16 25 299 150 630

200/345-45/4 820 245 322 370 360 380 170 456 1138 410 M16 25 299 150 630

200/345-55/4 820 245 322 370 360 380 170 515 1305 410 M16 25 365 150 886

200/360-37/4 1100 290 295 352 330 465 185 456 1141 550 M16 21 299 160 693

200/360-45/4 1100 290 295 352 330 465 185 456 1201 550 M16 21 299 160 728

200/370-45/4 1100 290 295 352 330 465 185 456 1201 550 M16 21 299 160 728

200/370-55/4 1100 290 295 352 330 465 185 522 1236 550 M16 21 365 160 987

200/380-55/4 1100 290 295 352 330 465 185 522 1236 550 M16 21 365 160 987

200/380-75/4 1100 290 295 352 330 465 185 527 1368 550 M16 21 435 160 1083

200/390-75/4 1100 290 295 352 330 465 185 527 1368 550 M16 21 435 160 1083

200/390-90/4 1100 290 295 352 330 465 185 527 1368 550 M16 21 435 160 1111

200/400-90/4 1100 290 295 352 330 465 185 527 1368 550 M16 21 435 160 1111

200/400-110/4 1100 290 295 352 330 465 185 613 1563 550 M16 21 548 190 1391

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

200/300-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.8/93.9 2142048

200/315-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.8/93.9 2142049

200/335-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.8/93.9 2142050

200/335-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2142051

200/345-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2142052

200/345-55/4 IE3 55.00 97.50 0.86 1450 92.0/93.6/94.6 2142053

200/360-37/4 IE3 37.00 71.30 0.84 1450 90.9/92.6/93.9 2155280

200/360-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2145051

200/370-45/4 IE3 45.00 83.10 0.83 1450 91.7/93.2/94.2 2155279

200/370-55/4 IE3 55.00 97.50 0.86 1450 92.0/93.6/94.6 2145052

200/380-55/4 IE3 55.00 97.50 0.86 1450 92.0/93.6/94.6 2155278

200/380-75/4 IE3 75.00 134.10 0.86 1450 94.0/94.8/95.0 2145053

200/390-75/4 IE3 75.00 134.10 0.86 1450 94.0/94.8/95.0 2155277

200/390-90/4 IE3 90.00 163.60 0.84 1450 93.9/95.0/95.2 2145054

200/400-90/4 IE3 90.00 163.60 0.84 1450 93.9/95.0/95.2 2155276

200/400-110/4 IE3 110.00 193.00 0.85 1450 95.5/95.8/95.6 2145055

Observe motor name plate data

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

200/300... - 200/345...
200

16 
340 266 295 12 x 23

200/360... - 200/400... 16 (PN25 on 
request)

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142048&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142049&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142050&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142051&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142052&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2142053&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2155280&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2145051&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2155279&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2145052&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2155278&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2145053&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2155277&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2145054&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2155276&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2145055&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 250/365-75/4 - 250/405-110/4 (4-pole, 50 Hz)
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Pump curves
CronoLine-IL 250/415-110/4 - 250/445-160/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 B4 B5 Bmax dg Ø g l1 L2 L3 m p1 x m
​ mm kg

250/365-75/4 1150 321 377 496 340 180 931 24 527 1949 700 150 575 435 190 1362

250/375-75/4 1150 321 377 496 340 180 931 24 527 1949 700 150 575 435 190 1362

250/385-75/4 1150 321 377 496 340 180 931 24 527 1949 700 150 575 435 190 1362

250/385-90/4 1150 321 377 496 340 180 931 24 527 1949 700 150 575 435 190 1390

250/395-90/4 1150 321 377 496 340 180 931 24 527 1949 700 150 575 435 190 1390

250/395-110/4 1150 321 377 496 340 180 931 24 613 1994 700 150 575 435 190 1648

250/405-90/4 1150 321 377 496 340 180 931 24 527 1949 700 150 575 435 190 1390

250/405-110/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1648

250/415-110/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1648

250/415-132/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1658

250/425-110/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1648

250/425-132/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1658

250/435-132/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1658

250/435-160/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1698

250/445-132/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1658

250/445-160/4 1150 321 377 496 340 180 1044 24 613 1994 700 150 575 548 190 1698

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

250/365... - 250/445... 250 16 405 319 355 12 x 28

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

250/365-75/4 IE3 75.00 134.10 0.85 1450 94.0/94.8/95.0 2151795

250/375-75/4 IE3 75.00 134.10 0.85 1450 94.0/94.8/95.0 2151794

250/385-75/4 IE3 75.00 134.10 0.85 1450 94.0/94.8/95.0 2151793

250/385-90/4 IE3 90.00 163.60 0.84 1450 93.9/95.0/95.2 2151792

250/395-90/4 IE3 90.00 163.60 0.84 1450 93.9/95.0/95.2 2151791

250/395-110/4 IE3 110.00 193.00 0.86 1450 95.5/95.8/95.4 2151790

250/405-90/4 IE3 90.00 163.60 0.84 1450 93.9/95.0/95.2 2151789

250/405-110/4 IE3 110.00 193.00 0.86 1450 95.5/95.8/95.4 2151788

250/415-110/4 IE3 110.00 193.00 0.86 1450 95.5/95.8/95.4 2151787

250/415-132/4 IE3 132.00 235.00 0.84 1450 95.5/95.9/95.6 2151786

250/425-110/4 IE3 110.00 193.00 0.86 1450 95.5/95.8/95.4 2151785

250/425-132/4 IE3 132.00 235.00 0.84 1450 95.5/95.9/95.6 2151784

250/435-132/4 IE3 132.00 235.00 0.84 1450 95.5/95.9/95.6 2151783

250/435-160/4 IE3 160.00 290.00 0.83 1450 95.7/96.0/95.8 2151782

250/445-132/4 IE3 132.00 235.00 0.84 1450 95.5/95.9/95.6 2151781

250/445-160/4 IE3 160.00 290.00 0.83 1450 95.7/96.0/95.8 2151780

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151795&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151794&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151793&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151792&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151791&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151790&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151789&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151788&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151787&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151786&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151785&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151784&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151783&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151782&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151781&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2151780&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 250/460-132/4 - 250/480-200/4 (4-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (4-pole)
Wilo-CronoLine-IL... Overall 

length
Dimensions Weight 

approx.
​ l0 a b1 b2 B4 B5 Bmax dg Ø g l1 L2 L3 m p1 x m
​ mm kg

250/460-132/4 1200 308 386 451 340 180 999 24 613 2012 700 175 575 548 190 1661

250/460-160/4 1200 308 386 451 340 180 999 24 613 2012 700 175 575 548 190 1701

250/470-160/4 1200 308 386 451 340 180 999 24 613 2012 700 175 575 548 190 1701

250/470-200/4 1200 308 386 451 340 180 999 24 613 2132 700 175 575 548 190 1931

250/480-160/4 1200 308 386 451 340 180 999 24 613 2012 700 175 575 548 190 1701

250/480-200/4 1200 308 386 451 340 180 999 24 613 2132 700 175 575 548 190 1931

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

250/460-132/4

250 16 405 319 355 12 x 28

250/460-160/4

250/470-160/4

250/470-200/4

250/480-160/4

250/480-200/4

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (4-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

250/460-132/4 IE3 132.00 235.00 0.84 1450 95.5/95.9/95.6 2120856

250/460-160/4 IE3 160.00 290.00 0.83 1450 95.7/96.0/95.8 2120857

250/470-160/4 IE3 160.00 290.00 0.83 1450 95.7/96.0/95.8 2120858

250/470-200/4 IE3 200.00 360.00 0.83 1450 96.0/96.3/96.0 2120859

250/480-160/4 IE3 160.00 290.00 0.83 1450 95.7/96.0/95.8 2120860

250/480-200/4 IE3 200.00 360.00 0.83 1450 96.0/96.3/96.0 2120861

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120856&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120857&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120858&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120859&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120860&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120861&lang=en&tab=fc_product_datasheet
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Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Pump curves
CronoLine-IL 200/240-7,5/6 - 200/270-11/6 (6-pole, 50 Hz)
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Wilo-CronoLine-IL

Wilo catalogue – Heating, air-conditioning, cooling – 50 Hz – edition launch march 2017 – subject to change without prior notice

Heating, air-conditioning, cooling
Glanded standard pumps (single pumps)

Dimensions, weights (6-pole)
Wilo-CronoLine-IL... Over-

all 
length

Dimensions Weight 
ap-
prox.

​ l0 a b1 b2 c e f Ø g l1 m o p p1 x m
​ mm ​ mm kg

200/240-7,5/6 800 245 281 362 330 270 165 312 869 370 M16 25 250 140 360

200/260-7,5/6 800 245 281 362 330 270 165 312 869 370 M16 25 250 140 360

200/270-11/6 800 245 281 362 330 270 165 312 869 370 M16 25 250 140 375

Flange dimensions / nominal diameter of connection
Wilo-CronoLine-IL... Nominal diameter 

of flange/pipe 
connection

Pressure stage Pump flange dimensions

​ DN PN Ø D Ø d Ø k n x Ø dL
​ ​ ​ mm pcs. x mm

200/240-7,5/6

200 16 340 266 295 12 x 23200/260-7,5/6

200/270-11/6

Pump flange dimensions according to EN 1092-2, n = number of drilled holes

Motor data (6-pole), minimum efficiency index, article numbers
Wilo-CronoLine-IL... Motor effi-

ciency level
Rated power Rated current 

(approx.)
Power factor Rated speed Motor efficiency Art no.

​ ​ P2 IN 3~400 V cos φ n ηm 50%/ηm 75%/ηm 100% ​
​ ​ kW A ​ rpm % ​

200/240-7,5/6 IE3 7.50 17.50 0.70 950 88.0/89.0/89.1 2120940

200/260-7,5/6 IE3 7.50 17.50 0.70 950 88.0/89.0/89.1 2120941

200/270-11/6 IE3 11.00 23.80 0.68 950 89.0/90.1/90.3 2120942

Observe motor name plate data

http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120940&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120941&lang=en&tab=fc_product_datasheet
http://productfinder.wilo.com/catalogue/product.do?markt=COM&orderId=2120942&lang=en&tab=fc_product_datasheet
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